


item number / EOL.CE.FR20-36

Adjustable frameless LED downlight,

Application

residential or commercial indoor space

Design Specifications
LED Round / square Frameless downlight, freely hole
size cutout as it can adjust from 70-205mm
cutout ,180 beam angle to cover all area , easy
installation, tri-colour 3CCT changeable, flicker free
for eye protection, isolated driver, plug in flex
aluminum + PC cover anti UV and high temperature
resistance , IP rated 20

Flex and plug
.
Performance

Dimmable – no / optional

CRI COLOUR BODY box Dimmenetion
80+ White colour 

Technical Specification

Model No.                                Description                  Input Voltage

(V/AC)

Power
(W)

Lumens
(lm)

CCT
(K)

Beam
Angle

EOL.CE.FR20-36 36wLed downlight, flicker free                     220-240                                    36        3600                 tri-colour 120

(Size 225mm*27mm ), Hole size:ф70-ф206mm), 
3600±15%LM
SMD 528 pcs, CRI>80, PF 0.9, flicker free, 
input Voltage:AC220-240V,  driver Lifud, Tri-colour   3 CCT 

240* 240 * 60mm

EOL.CE.FR20-24 24wLed downlight, flicker free                     220-240                                    24         2400                tri-colour 120

EOL.CE.FR20-12 12wLed downlight, flicker free                     220-240                                    12         1200                 tri-colour 120



Dimensions
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